
Type: Area-elastic sports floor
Usage: Sports and multi purpose, suitable for floor heating

Model 12 Model 13 Model 21

Models BERLIN 12, 13 and 21 meet and exceed the requirements of DIN 18032, part 2, 2001 and are
subject to the annual quality control RAL GZ 942.
Models BERLIN 12 and 21 are also subject to the Austria standard ÖISS directive 1990 
»Requirements on sports floors«.

Technical description
Model BERLIN 12/13/21
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HARO modular double swing beam, 
pre-fabricated, laid out in longitudinal direction
Spacing centre to centre: 444 mm.

HARO Counter floor module
fixed onto the double swing beam

The timer is:
• parallel edged
• planed all-over
• kiln dried

Spacing centre to centre: 122 mm

Polyethylene foil, 
10% overlapped, loosely laid out

Overall height of construction

HARO Sports hardwood floor stapled (Berlin 13) or
nailed (Berline 12/21) to counterfloor boards.

Solid wood top layer Berlin 12: 5,6 mm
Solid wood top layer Berlin 13: 3,6 mm
Solid wood top layer Berlin 21: 8 mm

Hardwood floor has been factory finished with the
outstanding wear resistant PERMADUR® finish
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BERLIN
Installation from the top edge of raw concrete
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HARO modular double swing beam 
dimensions: 4000 x 60 x 54 mm

modular counter floor 
dimensions: 4000 x 80 x 15 mm

raw concrete
Moisture barrier

PE-foil HARO Sports Hardwood flooring
dimensions 2200 x 180 mm

HARO ventilated base boards


